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PRODUCT OVERVIEW AND
TYPE NUMBER STRUCTURE

Product overview E cores

CORE TYPE
Ve

(mm3)
Ae

(mm2)
MASS

(g)

E5.3/2.7/2 31.4 2.50 0.08

E6.3/2.9/2 40.6 3.30 0.12

E8.8/4.1/2 78.0 5.00 0.25

E13/6/3 281 10.1 0.7

E13/6/6 559 20.2 1.4

E13/7/4 369 12.4 0.9

E16/8/5 750 20.1 2.0

E16/12/5 1070 19.4 2.6

E19/8/5 900 22.6 2.3

E19/8/9 1650 41.3 4.0

E20/10/5 1340 31.2 4.0

E20/10/6 1490 32.0 3.7

E20/14/5 1513 24.4 4.2

E22/16/10 5143 86.0 14

E25/9/6 1860 38.4 4.8

E25/10/6 1930 37.0 4.8

E25/13/7 2990 52.0 8.0

E25/13/11 4500 78.4 11

E30/15/7 4000 60.0 11

E31/13/9 5150 83.2 13

E32/16/9 6180 83.0 16

E34/14/9 5590 80.7 14

E35/18/10 8070 100 15

E36/21/12 12160 126 31

E41/17/12 11500 149 30

E42/21/15 17300 178 44

E42/21/20 22700 233 56

E42/33/20 34200 236 82

E47/20/16 20800 234 53

E50/27/15 26900 225 68

E55/28/21 44000 353 108

E55/28/25 52000 420 130

E56/24/19 36000 337 90

E65/32/27 79000 540 205

E71/33/32 102000 683 260

E80/38/20 72300 392 180

andbook, 4 columnsE 25/13/7 − 3C90 − A 250 − X

special version

AL value (nH) 
or gap size (µm)

core material

core size

core type CBW001

gap type:

E − symmetrical gap to AL value
G − mechanical gap

A − unsymmetrical gap to AL value

Fig.1  Type number structure for cores.

handbook, 4 columnsC S H S − E13/4 − 1S − 10P − E

number and type of pins:

mounting type: S − surface mount

coil former (bobbin) CBW002

plastic material type: P − thermoplastic

mounting orientation: H − horizontal

associated core type

number of sections

special version

L − long
F − flat
D − dual termination

V − vertical

S − thermoset

Fig.2  Type number structure for coil formers.


